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STANDARD SECTION GUIDE

BULB-OUTS PROVIDED

BULB-OUTS PROVIDED

BULB-OUTS PROVIDED

DESIGN STANDARD NEIGHBORHOOD LOCAL COLLECTOR ARTERIAL HALF-WIDTH
FIGURE 4-01 4-02 4-03 4-04 4-05
FEDERAL FUNCTIONAL MINOR & MAJOR LOCAL ACCESS, MINOR
CLASSIFICATION (URBAN)|  LOCAL ACCESS LOCAL ACCESS COLLECTOR MINOR ARTERIAL % MAJOR COLLECTORS
R/W WIDTH 45 60' 60' 80' 30°
PAVEMENT WIDTH 24 30 34 54' 20°
ESTIMATED AADT @ CITY
BUILDOUT <300 <1,200 <10,000 >8,000 <1,200
POSTED SPEED 20-25 MPH 20-25 MPH 25-35 MPH 30-40 MPH 25 MPH
LANE WIDTH 12 17" 11 12 10
. .| 6 BOTH SIDES OR 10
5'BOTH SIDES OR 10
SIDEWALK/SHARED , SHARED USE PATH | SHARED USE PATH W/ , BASED ON STREET BUILDOUT
USE PATH 5 ONE SIDE (FIGURE 4.06) 6' SIDEWALK 6'BOTH SIDES FUNCTIONAL CLASSIFICATION
(FIGURE 4-07)
4" ONE SIDE AND . . . .
PLANTER 105 ONE SIDE 4'BOTH SIDES 4'BOTH SIDES 6' BOTH SIDES 4’ ONE SIDE
PLANTING TYPE TREES TREES TREES TREES & SHRUBS TREES
STREET TREE SPACING o o N o BASED ON STREET BUILDOUT
(D) D=40-50 D=40-50 D=30-40 D=30-35 FUNCTIONAL CLASSIFICATION
NETWORK CONNECTIVITY
ROVIDED NO YES YES YES YES
STREET LIGHTING TYPE PEDESTRIAN PEDESTRIAN PEDESTRIAN TRAFFIC/PEDESTRIAN PEDESTRIAN
MAXIMUM MAXIMUM MAXIMUM .
LIGHTING REQUIREMENT SPACING (S) SPACING (S) SPACING (S) FOOTCANDLES = 0.6  |BASED ON STREET BUILDOUT
5=200" S=150" S=150" UNIFORMITY RATIO =4 |FUNCTIONAL CLASSIFICATION
VEILING RATIO = 0.4
ON.STREET PARKING NONE 8 ONE SIDEWITH | 8 BOTHSIDESWITH | 8 BOTH SIDES WITH NONE

GENERAL NOTES:

1.WIDTHS FOR STANDARD SECTIONS SHOWN. SEE CORRESPONDING FIGURES FOR ALTERNATE WIDTHS.

2. THE CITY ENGINEER WILL DETERMINE THE APPROPRIATE FUNCTIONAL CLASSIFICATION AND TYPICAL SECTION FOR STREET DESIGN.
THE ANNUAL AVERAGE DAILY TRAFFIC (AADT) VALUES SHOWN ARE INTENDED TO HELP GUIDE IN THE DETERMINATION OF THE
APPROPRIATE FUNCTIONAL CLASSIFICATION.

3.STREETS PROVIDING NETWORK CONNECTIVITY WILL INCREASE OPTIONS FOR ROUTE OF TRAVEL, FACILITATE WALKING, BICYCLING AND
MOBILITY SCOOTERS, AND REDUCE THE DISTANCE OF TRAVEL TO REACH DESTINATIONS.
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TYPICAL STREET SECTION GUIDE
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45' RIW

¢
225 225
24
PLANTER __ | TRAVELLANE __|_  TRAVELLANE __|PLANTER _SIDEWALK _ |__ BUFFER
10.5' 12" 12" 4 5 15

GENERAL NOTES:

1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.

2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.

3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY ENGINEER.
4. ALTERNATE STREET SECTION CROSS-SLOPES ARE SUBJECT TO THE CITY ENGINEERS APPROVAL.

5.SEE FIGURE 4-14 FOR STREETS ENDING IN A CUL-DE-SAC, HAMMERHEAD, OR "Y™".
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® ¢
30' : 30'
VARIES 30'-34'
PARKING OR  TRAVEL TRAVEL BIKE
BUFFER—] ~ SIDEWALK PLANTER| 2 oNE T LANE CANE CANE PLANITER SIDEWALK
4 4
® ©0

—~— BUFFER

®

RIGHT OF WAY TRAVEL LANE PARKING BIKE LANE BUFFER
® © © ®
(FEET) (FEET) (FEET) (FEET) (FEET)
STANDARD SECTION 60 11 8 NONE 2,10
ALT BIKE LANE 60 11 NONE 6 4

GENERAL NOTES:

1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.
3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY ENGINEER.
4 WHEN PARKING IS PROVIDED, THE PARKING LANE MAY BE LOCATED ON EITHER SIDE OF THE STREET.
5.WHEN BIKE LANES ARE PROVIDED, INTERSECTIONS MUST MAINTAIN THE WIDTH OF THE BIKE LANE AT CURB RETURNS AND CURB

BULB-OUTS FOR THE CONTINUATION OF THE BIKE LANE THROUGH THE INTERSECTION.
6.ALTERNATE CROWN LOCATIONS AND CROSS-SLOPES ARE SUBJECT TO THE CITY ENGINEERS APPROVAL.
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BUFFER_

®

R/W

SIDEWALK _PLANTER

®
¢
VARIES 30'-35' VARIES 30'-35'
VARIES 34'-46'
PARKING OR TRAVEL CENTER TRAVEL
BIKE LANE LANE LANE LANE BIKE LANE
©0 Cg) ©®
2% i 2%

4!

PARKING OR[PLANTER _SIDEWALK

=15%

_BUFFER

®

CROWN
RIGHT OF WAY | TRAVEL LANE | PARKING | BIKE LANE | CENTER LANE | BUFFER
® © © ® ®
(FEET) (FEET) (FEET) (FEET) (FEET) (FEET)
STANDARD SECTION 60 11 8 NONE NONE 1
ALT BIKE LANE 60 11 NONE 6 NONE 3
ALT CENTER LANE 70 11 NONE 6 12 2

GENERAL NOTES:

1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.
3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY ENGINEER.
4 WHEN BIKE LANES ARE PROVIDED, INTERSECTIONS MUST MAINTAIN THE WIDTH OF THE BIKE LANE AT CURB RETURNS AND CURB
BULB-OUTS FOR THE CONTINUATION OF THE BIKE LANE THROUGH THE INTERSECTION.

5.ALTERNATE CROWN LOCATIONS AND CROSS-SLOPES ARE SUBJECT TO THE CITY ENGINEERS APPROVAL.

CITY OF

+—5 SEQUIM

COLLECTOR STREET SECTION
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R/W

®
G
|

VARIES 40'-45' , VARIES 40'-45'
|
VARIES 54'-64'

|

BUFFER | SIDEWALK PLANTER BIKE TRAVEL CENTER TRAVEL BIKE PLANTER SIDEWALK | BUFFER

] 6' 6' PARKING LANE LANE LANE LANE LANE PARKING 6' 6' -
® © ® © ®
| 15%. | 2% | 2%, | _15% |

|\~ cROWN
RIGHT OF WAY | TRAVEL LANE | PARKING | BIKE LANE | CENTER LANE | BUFFER
(FEET) (FEET) (FEET) (FEET) (FEET) (FEET)
STANDARD SECTION 80 12 8 7 NONE 1
ALT CENTER LANE 90 11 8 7 12 1

GENERAL NOTES:

1.SEE FIGURE 4-16 FOR TYPICAL PAVEMENT SECTION.
2.SEE FIGURE 4-15 FOR STANDARD UTILITY LOCATION.

3.ALL ROADS MUST HAVE VERTICAL CURB AND GUTTER EXCEPT AT STORMWATER LID LOCATIONS APPROVED BY THE CITY

ENGINEER

4. INTERSECTIONS MUST MAINTAIN THE WIDTH OF THE BIKE LANE AT CURB RETURNS AND CURB BULB-OUTS FOR THE CONTINUATION

OF THE BIKE LANE THROUGH THE INTERSECTION.
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ARTERIAL STREET SECTION
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